
 
 

 
 

 
 

 
 

 
 

CAUTION: 

SUBJECT:

Locate the flourescent fixture that is to be retrofitted. Turn power off. Disconnect from service to aviod electrical shook during retrofit componet installation. Retrofit assembly requires a 
person fimiliar with the construction and operation of flourescent luminaire electrical system and the hazard involved. Unless indicated, do not make any opening in the component of 
wiring or electrical components during installation of retrofit assembly. To ensure personal safety, make sure that the existing fixture remains properly connected to building ground.

WARNING: CAUTION:  THE INSTALLATION AND SERVICING OF THIS PRODUCT SHOULD BE PERFORMED BY A QUALIFIED 
ELECTRICIAN OR SERVICE PERSONNEL.
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ELECTRICAL SHOCK POTENTIAL!!  DO NOT ATTEMPT TO INSTALL, MAINTAIN OR RELAMP WITHOUT
DISCONNECTING ALL POWER.  FAILURE TO DISCONNECT POWER CAN RESULT IN ELECTROCUTION, SHOCK 
OR SEVERE BURNS.
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(1). Install Retrofit Assembly into existing
       housing by inserting it and sliding each
       lampholder bar outward until relight 
       assembly will rest inside each end of
       existing housing.
 
(2). Make sure that ballast power leads
      are pulled through cutout before m
      mounting Retrofit Assembly into 
      housing.
 
(3). Using provided self drilling
       screws, attach relight assembly
       to top of existing housing. Be sure 
       retrofit assembly is centered in 
       existing housing. Be sure to push
       lampholder bars all the way against 
       the ends of the existing housing.
 
(4). Tighten both clamp screws on each
       end for the lampholder bars.
 

(5). Install Lamps-Re-Install original louver.

Clamp screw
(Lampholder Bar)

Self Drilling Screws

Ballast Power Leads

Cutout
For Wiring

Clamp screw
(Lampholder Bar)

Retrofit Assembly

Lamps



 
 

CAUTION: 

SUBJECT:

Locate the flourescent fixture that is to be retrofitted. Turn power off. Disconnect from service to aviod electrical shook during retrofit componet installation. Retrofit assembly requires a 
person fimiliar with the construction and operation of flourescent luminaire electrical system and the hazard involved. Unless indicated, do not make any opening in the component of 
wiring or electrical components during installation of retrofit assembly. To ensure personal safety, make sure that the existing fixture remains properly connected to building ground.

WARNING: CAUTION:  THE INSTALLATION AND SERVICING OF THIS PRODUCT SHOULD BE PERFORMED BY A QUALIFIED 
ELECTRICIAN OR SERVICE PERSONNEL.

SUBJECT:

(F
ro

nt
)

(B
ac

k)

ELECTRICAL SHOCK POTENTIAL!!  DO NOT ATTEMPT TO INSTALL, MAINTAIN OR RELAMP WITHOUT
DISCONNECTING ALL POWER.  FAILURE TO DISCONNECT POWER CAN RESULT IN ELECTROCUTION, SHOCK 
OR SEVERE BURNS.

TROFFER 
RETROFIT

TROFFER 
RETROFIT

7-
21

63
3-

10
1

7-
21

63
3-

10
1

2/
24

/2
00

9

2/
24

/2
00

9

  INSTRUCTION SHEET
Day-Brite Lighting

INSTRUCTION SHEET
Day-Brite Lighting

(1). Install Retrofit Assembly into existing
       housing by inserting it and sliding each
       lampholder bar outward until relight 
       assembly will rest inside each end of
       existing housing.
 
(2). Make sure that ballast power leads
      are pulled through cutout before m
      mounting Retrofit Assembly into 
      housing.
 
(3). Using provided self drilling
       screws, attach relight assembly
       to top of existing housing. Be sure 
       retrofit assembly is centered in 
       existing housing. Be sure to push
       lampholder bars all the way against 
       the ends of the existing housing.
 
(4). Tighten both clamp screws on each
       end for the lampholder bars.
 

(5). Install Lamps-Re-Install original louver.

Clamp screw
(Lampholder Bar)

Self Drilling Screws

Ballast Power Leads

Cutout
For Wiring

Clamp screw
(Lampholder Bar)

Retrofit Assembly

Lamps


