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CT7601 - 14.5 watt CORE - LED  

CL25	 Louver,  2-3/16” Dia. 

LOUVER

Report number:  18299
Lamp: (1) ONE WHITE LED WITH 
CLEAR PATTERNED PLASTIC
OPTICS BELOW LUXSPOT  
LS17-002W31
S/MH Ratio (0 degree plane): 0.5	
(90 degree plane): 0.5
Total Fixture Lumens: 308
IES file: LTL18299.IES
Beam Angle: 33.49

DISTRIBUTION CURVE
CT7601F31

			 
	90	 0	 0
	85	 0	 0	 0
	75	 0	 0	 0
	65	 0	 0	 0
	55	 0	 0	 29
	45	 10	 10	 2232
	35	 74	 74
	25	 190	 190
	15	 389	 389
	 5	 646	 646
	 0	 693	 693

		  CANDELA	
				    FOOT-
DEGREES	 AT 0°	 AT 90° 	LAMBERTS

ZONAL LUMEN 
SUMMARY

	 ZONE	 LUMENS	 % of	  
			   LUMINAIRE			 
	 0-30	 252.5	 81.9%
	 0-40	 298.8	 96.9%
	 0-60	 308.3	 100.0%
	 0-90	 308.3	 100.0%
	 90-180	 0.0	 0.0%
	 0-180	 308.3	 100.0%

Total lumen Output: 308.3 Lumens
Luminaire efficacy: 18.8 Lumens per Watt
CIE Type: Direct
Spacing Criterion: 0.54
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