





CT7602 - 20 watt

CORE - LED

CT7602M3 |

ZONAL LUMEN
DISTRIBUTION CURVE SUMMARY
Report number: 18305 J CANDELA ZONE LUMENS % of
4 [ C FOOT LUMINAIRE
Lamp: (1)ONEWHITE LED ) DEGREES AT 0° AT 90° LAMBERTS
WITH CLEAR PATTERNED & o,
PLASTIC OPTICS BELOW N 30| 5713 90X
S/MH Ratio (0 degree plane): 0.4 L LA 85 0 0 0 0-40 600.3 97.7%
(90 degree plane): 0.4 507 75 0 0 0 0-60 614.3 100.0%
Total Fixture Lumens: 614 65 0 0 0 0-90 614.6 100.0%
IES file: LTL18305.1ES o 55 4 4 1146 90-180 0.0 0.0%
Beam Angle: 21.32 X 45 13 13 3022 0-180 | 6146 | 100.0%
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uminaire efficacy: 26.3 Lumens per Wa
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3 CIE Type: Direct
5 2922 2922 Spacing Criterion: 0.36
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CT7602F31 ZONAL LUMEN
DISTRIBUTION CURVE SUMMARY
Report number: 18307 L CANDELA o ZONE LUMENS % of
. L . LUMINAIRE
Lamp: (I)ONEWHITE LED s DEGREES AT 0° AT 90° LAMBERTS
WITH CLEAR PATTERNED N 90 0 0 - %
PLASTIC OPTICS BELOW 3 2 > a5 0 0 0 0-30 467.1 32.8?
S/MH Ratio (0 degree plane): 0.5 R 75 0 0 0 0-40 5408 95.8%
(90 degree plane): 0.5 50 65 0 0 0 0-60 564.3 100.0%
Total Fixture Lumens: 564 55 3 3 860 0-90 564.4 100.0%
IES file: LTL18307.IES w45 24 24 5579 90-180 | 0.0 0.0%
Beam Angle: 31.20 X7 35 115 115 0-180 564.4 100.0%
[ - 25 312 312
15 743 743 Total lumen Output: 564.4 Lumens
% 5 1320 1320 Luminaire efficacy: 23.2 Lumens per Watt
T 0 1419 1419 CIE Type: Direct
Spacing Criterion: 0.51

LOUVER

2D

Louver, 2-3/16" Dia.
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